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DELIVERY SPECIFICATION 

3. Deep freezing/storage plant

3.1 Four (4) compound screw compressors units 

for deepfreezing and storage plant. Each unit consists of а heavy marine base frame, оп 
which is mounted. 

3.1.1 One (1) compound screw compressor, Mycom type 2520-LSC 
with high stage and booster section 
Capacity and power consumption each compressor: 
Unit capacity kW : 485 kW 
Evaporating temp. С : -46 °С 
Condensing temp.C : +37 °С 
Speed r.p.m. : 3550 rpm 
Power absorbed kW : 343 kW 

Accessories of each compressor: 
- 1 direct coupling with protecting guard;

1 suction and 1 discharge stop valve;
1 suction gas strainer;
1 suction and 1 discharge non return valve;
1 horizontal oil separator, complete with electric heating (during no-operation),
thermostat, safety valve, purge valve, drain valve and level indicator;
1 by-pass valve for unloaded start;
1 oil circuit, complete with:
- 1 seawater cooled shell and tube oil cooler;
- 1 oil temperature control valve, electrically operated, for the oilcooler;
- 1 oil filter with differential pressure safety switch;
- 1 oil pump with direct coupled squirrel cage motor;
- 1 oil pressure regulating valve;
- 1 set of stop valves around filter and pump;
- 1 oil injection manifold;
1 complete set of pressure transmitters and temperature sensors for monitoring and
protection purposes.
2 control valves for stepless capacity control between
100% and 10% of both the high and the low stage of the compound
compressor.
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DELIVERY SPECIFICATION 

3.1.З One {1) squirrel cage electric motor 

marine type with one free shaft-end and anti condensation heating. 
Motor power : 420 kW 
Electric supply : 3 х 440 V - 60 Hz 
Speed : 3540 r.p.m. 
Degree of protection : IP54 
Туре of construction : 83 
1 nsulation class : Class F 
Amblent temperature : <45gC 
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