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GEA Grasso FX P / GEA Grasso FX Pduo

Types Compressor Capacity1)

(kW)
Dimensions

(mm)
Weight

(kg)

L W H
GEA Grasso FX P

(1 compressor)

200 GEA Grasso SH-C 209 2100 1700 2200 3200

250 GEA Grasso SH-D 245 2100 1700 2200 3250

300 GEA Grasso SH-E 294 2100 1700 2200 3350

350 GEA Grasso SH-G 348 2100 1700 2200 3500

450 GEA Grasso MC-H 445 3400 2000 2300 5200

550 GEA Grasso MC-L 525 3400 2000 2300 5400

650 GEA Grasso MC-M 646 3700 2100 2650 6800

800 GEA Grasso MC-N 795 4000 2100 2650 7800

900 GEA Grasso LT-P 855 3950 2200 2650 8100

1100 GEA Grasso LT-R 1027 4200 2200 2650 9000

1300 GEA Grasso LT-S 1274 4200 2200 2650 9600

1500 GEA Grasso LT-T 1394 4200 2200 2650 10300

1700 GEA Grasso LT-V 1647 4600 2500 2900 11000

2000 GEA Grasso LT-W 1900 4800 2600 2900 12000

2400 GEA Grasso LT-Y 2306 5000 2500 3650 12800

2800 GEA Grasso LT-Z 2761 6500 2800 3650 14900

3300 GEA Grasso LT-XA 3260 6700 3000 3650 16250

4200 GEA Grasso LT-XB 4169 6500 4000 5000 25500

5000 GEA Grasso LT-XC 4923 7000 4500 5000 27500

5800 GEA Grasso LT-XD 5828 7500 4500 5000 30000

GEA Grasso FX Pduo

(DuoPack with 2 

compressors)

2x200 2 x GEA Grasso SH-C 418 4500 2400 2300 4800

2x250 2 x GEA Grasso SH-D 490 4500 2400 2300 4900

2x300 2 x GEA Grasso MC-E 588 4500 2400 2300 5180

2x350 2 x GEA Grasso MC-G 696 4500 2400 2300 5480

2x450 2 x GEA Grasso MC-H 890 5200 2500 2650 10000

2x550 2 x GEA Grasso MC-L 1050 5700 2750 2650 10600

2x650 2 x GEA Grasso MC-M 1292 6000 2750 2650 11150

2x900 2 x GEA Grasso MC-N 1710 6200 3000 2650 12200

1) Secondary refrigerant temperature 12/6 °C, cooling medium temperature 27/32 °C

GEA Grasso FX P / GEA Grasso FX Pduo

Technical data
•	Flooded expansion

•	Plate	heat	exchanger	as	evaporator

•	Single or two screw compressors

•	Expansion control system for minimum refrigerant charge 

•	Good part load effi  ciency

•	All condensers suitable (water cooled, air cooled, 

 evaporative condenser)

•	Suitable as heat pump

•	Optional:	Variable	speed	drive,	economizer

The	GEA	Grasso	FX	P	and	GEA	Grasso	FX	Pduo	series	are	the	

industrial standard for applications with the largest temperature 

diff erence between evaporation and condensation. Whether for 

freezing or as heat pumps, the range covers almost all concei-

vable	applications	with	a	capacity	between	200	and	5800	kW.	

The	 DuoPack	 version	 with	 two	 screw	 compressors	 has	

signifi cantly increasing part load effi  ciency and redundancy.


