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Selection: Compact Screw Compressors CS // CSV

Input Values
Compressor model CSH8593-140Y Operating mode Standard
Refrigerant R513A Power supply 400V-3-50Hz
Reference temperature Dew point temp. Capacity control 100%
Liq. subc. (in condenser) 0 K Additional cooling Automatic
Suct. gas superheat 10,00 K Max. discharge gas temp. 110,0 °C
Useful superheat 100%

Result
Q [W] Cooling capacity mHP [kg/h] Mass flow HP
P [kW] Power input Qac [kW] Additional cooling
I [A] Current tcu [°C] Liquid temp.
COP [ - ] COP/EER pm [bar(a)] ECO pressure
mLP [kg/h] Mass flow LP Qsc [kW] sub cooler capacity (ECO)

tc to 10°C 5°C 0°C -5°C -10°C -15°C -20°C -25°C

30°C Q [W] 480802 399378 329259 269157 217904 174441 137808 --
P [kW] 65,9 63,1 61,0 59,6 58,5 57,6 56,8
I [A] 118,3 114,5 111,7 109,8 108,3 107,2 106,2
COP [ - ] 7,30 6,33 5,39 4,52 3,73 3,03 2,42
mLP [kg/h] 11148 9467 7986 6685 5546 4553 3692
mHP [kg/h] 11148 9467 7986 6685 5546 4553 3692
Qac [kW] -- -- -- -- -- -- --
tcu [°C] 30,0 30,0 30,0 30,0 30,0 30,0 30,0
pm [bar(a)] -- -- -- -- -- -- --
Qsc [kW] -- -- -- -- -- -- --

40°C Q [W] 426726 352979 289615 235437 189361 150405 117679 --
P [kW] 78,7 76,1 73,9 72,2 70,8 69,7 68,8
I [A] 136,3 132,5 129,5 127,0 125,1 123,6 122,4
COP [ - ] 5,42 4,64 3,92 3,26 2,68 2,16 1,71
mLP [kg/h] 10950 9282 7812 6521 5390 4404 3548
mHP [kg/h] 10950 9282 7812 6521 5390 4404 3548
Qac [kW] -- -- -- -- -- -- --
tcu [°C] 40,0 40,0 40,0 40,0 40,0 40,0 40,0
pm [bar(a)] -- -- -- -- -- -- --
Qsc [kW] -- -- -- -- -- -- --

50°C Q [W] 370272 304214 247627 199404 158545 124140 95370 --
P [kW] 96,2 93,4 90,9 88,7 87,0 85,6 84,8
I [A] 161,8 157,7 154,0 150,8 148,2 146,3 145,0
COP [ - ] 3,85 3,26 2,72 2,25 1,82 1,45 1,13
mLP [kg/h] 10705 9041 7575 6285 5156 4170 3313
mHP [kg/h] 10705 9041 7575 6285 5156 4170 3313
Qac [kW] -- -- -- -- -- -- --
tcu [°C] 50,0 50,0 50,0 50,0 50,0 50,0 50,0
pm [bar(a)] -- -- -- -- -- -- --
Qsc [kW] -- -- -- -- -- -- --

-- No calculation possible (see message in single point selection)
*According to EN12900 (10K suction gas superheat, 0K liquid subcooling, see tech. data/ notes)

Application Limits Standard CSH8593-140
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