PROCEDURE DE SELECTION ET DONNEES TECHNIQUES / SELECTIEGEGEVENS EN -PROCEDURE

TABLEAU 1 - CAPACITE NOMINALE - MODELE VXC (kW)
TABEL 1 - NOMINALE CAPACITEIT VXC (kW)

NO.MODELE | CAPACITE NO. MODELE | CAPACITE
VXC VXC
TYPENR. | CAPACITEIT TYPENR. | CAPACITEIT
VXC ~ VXC
== (kW) (kW)
14 61 || s455 1961
18 78 S482 2077
25 108 , 495 2133
28 121 S504 2172
36 156 516 2223
45 194 562 2422
52 295 S576 2482
59 250 S600 2585
65 281 620 2672
72 311 S656 2826
86 371 680 2930
97 418 S700 3016
110 474 714 3076
125 539 e e 715 3081
135 582 772 3326
150 647 798 3438
166 716 804 3464
185 798 S806 3473
205 884 . S858 3697
221 953 908 3912
250 1078 S910 3921
265 1142 S964 4153
S288 1241 « 990 4265
S300 1293 $1010 4352
S328 1413 1032 4446 |
S350 1508 1124 4843 n
357 1538 1240 5343
399 1719 1360 5862
S403 1737 1430 L 615 i |
S429 1849 1544 6652
454 1956 1608 6928
REMARQUE / OPMERKING:

« Modéles (& capacités) en italiques ont une largeur de 3,6 métres.
+ Cursief gedrukte modellen (& capaciteiten) hebben een toestelbreedte van 3,6 meter.

TABLEAU 2 - FACTEURS DE CAPACITE DE REJET DE CHALEUR
TABEL 2 - CORRECTIEFACTOREN

A. REFRIGERANT R22 134A / KOELMIDDEL R22 & 134A

Temps. de Température du Bulbe Humide de I'Air Entrant (°C)
Condens. 3 )
Condens. | Natte Bol Temperatuur (*C) :
ey 1w 2] 44 16| 48] 19 20| 21| 22| 24 26 28
29 112 1129 | 133 (148 | 169 | 183 [ 200 | 221 | 249 | 3.36 - -
31 0.99 | 1.06 | 1.15 | 1.26 | 1.41 | 1.50 | 1.61 | 1.74 | 1.90 | 2.36 | 3.19 -
33 0.89 | 094 | 1.01 [1.09 [1.20 | 1.26 | 1.34 | 1.43 [ 1.53 | 1.81 | 225 |3.04
35 0.80 | 0:85 | 090 |0.96 (104 | 1.09 | 1.14 | 1.20 | 1.27 | 1,46 | 1.72 [2.14
37 0.73 | 0.76 | 0.81 |0:86 |092 | 095 [ 099 |1.04 |1.09 | 1.21 | 1.39 [1.64
39 0.67 | 069 |0.73 (077 | 082 | 084 | 0.87 | 091 | 094 | 1.04 | 1.16 |1.32
41 0.61 | 064 | 0.66 | 069 |0.73 | 0.75 | 0.78 | 0.80 | 0.83 | 0.90 | 0.99 [1.10
43 0.56 | 0.58 | 0.61 | 063 | 066 | 0.68 | 0.70 | 0.72 | 0.74 | 0.79 | 0.86 |0.94
45 0.52 | 0.54 | 0.56 [ 0.58 | 0.60 | 0.62 | 0.63 | 0.65 | 0.67 | 0.71 | 0.76 [0.82

B. REFRIGERANT R717 (Ammoniac) / KOELMIDDEL R717 (Ammeniak)

Temps. de Température du Bulbe Humide de I'Air Entrant (°C)

Condens. e

Conden Natte Bol Temperatuur (°C)

{°C) 10 12 14 16 18 19 L 20 21| 22 24 26 28

29 099 [ 1.08 | 1.18 | 132 | 1.51 [ 1.63 [ 1.78 [ 1.97 | 221 | 2.99 - -
31 088 (094 |1.02 | 112 |1.25 | 1.34 [1.43 | 1.55 | 1.69 | 2.10 | 2.84 -
33 0.79 | 084 | 090 | 0.97 | 1.07 [1.13 | 1.19 | 1.27 | 1.36 | 1.81 |2.00 [2.70
35 0.71 | 0.75 | 0.80 | 0.86 | 0.93 [ 097 | 1.02 | 1.07 | 1.13 | 1.30 | 1.563 [1.90
37 065 | 068 | 072 |0.76 | 0.82 | 0.85 | 0.88 | 0.92 | 0.97 |1.08 | 1.23 [1.46
39 059 | 062 | 065 [068 [ 073 |0.75 |0.78 | 0.81 | 0.84 092 |1.03 [1.18
41 0.54 | 057 | 059 [062 | 0.65 | 0.67 | 0.69 | 0.72 | 0.74 | 0.80 | 0.88 |0.98
43 0,50 | 0.52 | 0.54 | 056 | 059 | 0.61 | 062 | 0.64 | 066 | 0.71 [0.77 |0.84
45 0.47 | 048 | 050 | 052 | 0.54 | 0.55 | 0.56 | 0.58 | 0.59 | 0.63 | 0.68 |0.73

EXEMPLE DE CALCUL

Données

Réfrigérant R717, compresseur a piston.

Alt. 1. Alt. 2
Capacité totale : 950 KW 950 kW
Temp. de condensation : 35°C 35°C
Temp. du bulbe humide : 22°C 22°C

Temp. d’aspiration : - -5°C
Solution

Alt. 1

1. Déterminer le facteur de rejet de chaleur pour le

R717 avec une température de condensation de
35°C et une température du bulbe humide-de 22°C.
En partant du tableau on trouve un facteur de
1,134.

2. Multiplier : 950 x 1,13 = 1074 kW.

3. Sélectionner au tableau 1 un appareil dont la
capacité totale de rejet de chaleur est égale ou
supérieure a 1074 kW.

Sélectionner un condenseur VXC 250 avec UNE g
capacité de rejet 1078 kW. ‘

Alt. 2

1. Voir Alt. 1.

2. Voir Alt. 1.

3. A l'aide du tableau 3 déterminer le facteur de
capacité de rejet de chaleur pour désurchauffeur
d’ammoniac avec une température d’aspiration de
-5°C qui est de 0,920.

4. Multiplier : 950 kW x 0,920 x 1,13 = 988 kW.

5. Sélection : VXC-250.

SELECTIEVOORBEELD
Gegevens
R717 koelmedium, zuigercompressor

Alt. 1 Alt. 2
Af te voeren capaciteit : 950 kW 950 kW
Condensatietemperatuur : 35°C 35°C
Natteboltemperatuur : 22°C 22°C
Aanzuigtemperaturen : = -5°C
Oplossing
Alt. 1
1. Bepaal de correctiefactor voor R717 bij 35°C con™™%

densatietemperatuur en 22°C natteboltemperatuu.
uit tabel 2B. De factor is 1,134.

2. Vermenigvuldig : 950 x 1,13 = 1074 kW. -

3. Uit tabel 1 selecteert men een toestel, waarvan de
nominale capaciteit gelijk is aan of groter dan 1077
kW. In dit geval: VXC-250 met een nominaal vermo-
gen van 1078 kW.

Alt. 2

1. Zie Alt. 1.

2. Zie Alt. 1.

3. Uit tabel 3 bepaalt men de ammoniakvoorkoeler-
selectiefactor voor -5°C, nl. 0,920.

4. Vermenigvuldig : 950 kW.x 0,920 x 1,13 = 988 kW.

5. Selectie : VXC-250.

TABLEAU 3 - FACTEURS DE CAPACITE DE REJET
DE CHALEUR POUR
DESURCHAUFFEUR D’AMMONIAC

TABEL 3 - CORRECTIEFACTOREN -

VOORKOELER - OVERHIT AMMONIAK

Temp. d’aspiration | Facteur de

|
Aanzuigtemp. Capacité ‘
(°C) | Capaciteitsfactor -
25 | 0.875 | I
-20 0.886
-15 0.897
-10 0.908
-5 0.920
0 0.935
+5 0.954
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For Rigger
Pour le Monteur
Far Monteure
Per Montatore

e Read enclosed instruction !
e Lire instructions jointes !

e Nachstehende Instruktionen durchlesen !

e Leggere le istruzioni allegate !

e Extra assembly material located at:

e Matériel pour assemblage situé dans:

e Zusatzmaterial befindet sich:

e Materiale per montaggio imballato in:

ltem| — Pan — Fan discharge — Air intake — Separate Crate
N° | — Bassin | — Refoulement ventilateur, — Entrée d’air — Caisse séparée
— Wanne| — Lafterausblas — Lufteintritt — Separat Verpackt
— Vasca | — Coclea ventilatore — Aspirazione aria | — Cassa separata
1 X
2
3
4
o
6
T4
8
9
10
1
12
13
14
15
Item|  English Francais Deutsch ltaliano
N-D
1 | Assembly material | Matériel d’assemblage Montageteile Materiale per montaggio
2 | Pump & piping Pompe & tuyauterie Pumpe & Verrohrung Pompa e Tubi
3 | Connectiois Connexions Anschliisse Tronchetti
4 | Sheaves & belts Poulies & courroies Riemenscheiben & Riemen | Pulegge e cinghie
5 | Vibration dampers | Support anti—vibratils Schwingungsddampfer Supporti Antivibranti
6 | Thermostat Thermostat Thermostat Termostato
7 | Pressostat Pressostat Pressostat Pressostato
g | Low level switch Interrupteur niveau bas Niveauschalter Livellostato
9 | Disconnect switch | Interrupteur de maintenance Wartungsschalter - Sezionatore di Sicurezza
10 | Electric valve Vanne électrique Magnetventil Elettro valvola L
11 | Ladder & cage Echelle & crinoline Leiter & Sicherheitskorb Scala e protezione .
12 | Railing Garde—corps Qel&nder Ringhiera
Y3 |l Huile Ol Olio
14 | Spare parts Pieces détachées Ersatzteile Ricambi
15 | Other Autre Anderes Altro
BAC Eurn_pe 31/01/96

Rev.: 0



Bijvoegsel N° 1

5£NEHALJNSPECTJON?{

09.00.03A
SHIPPING INSPECTION REPORT
) PAGE* OF 2
4
SAC. SERALNO.: /7 =~ O/ /) MODELNO.: |/ | /| INSPECTORL/ ; DATE
CHECKED AS PER CERTIFIED PRINT NO.: ¢/~ and FINQL BJ’W{ 5 N0 4 e

UNIT CLEAN
UNIT PROPERLY SEALED

EXCESS SEALER REMOVED

ALL BOLTS INSTALLED & TIGHT & STRAIGHT
ALL TAPPERS INSTALLED & TIGHT & STRAIGHT
NO DENTS / DEFORMATION

NO DAMAGE TO ZCA / BALTIBOND /SST

NO RUST TRACES

VIOTOR DRAIN PLUGS REMIOVED

W]
"

=
e

NO OTHER VISIBLE DEFECTS / GOOD WORKMANSHIP
ALL INSTRUGCTION / W ING LABELS IN THE
REQUIRED LANGUAGE

— e e e G e mm e s e e

ALL ELECTRIC WIRING DIAGRAMS INCLUDED

RIGGING AND MAINTENANCE INSTRUCTIONS
7 LANGUAGE//

s s as m— —— —

P«LL ELECTRICAL CDNNECT[GNS ACCESSIBLE FOR

CUSTOMER

FULL CRATE

.'-__-.——-—'—'

MINIMUNM CRATE

— e e e =

ON SKID

- R s =

NO PACKING / SKID

SPECIAL

— g — P

——

% g fusal
x ————————
T Ty
x ————————
IR i
Bcos oy Eo
x ————————
W e St e
L S———
X

X _=F e
A 91 )
x ————————
x ————————
x uuuuuuuu
x ________
x ————————
x ________
x ________
x' ________
X

— e S

_______ [ ] ANk, L — [ 1 THEHMDSTAT - PRESSOSTAT
ne .~ - 1’1 PAN/FAN Ne [ 1 LADDER & SAFETY CAGE
Ne __/ _ /1 CASING N° [ 1 RAILNG
S L. (R (/' 1 INLET ATTENUATOR N° /. _  ©7] ASSEMBLY HARDWARE & SEALER
N“_"___'[__/_'_ Lr 1 DISCHARGE ATTENUATOR i A [ 1 CONNECTIONS
N© [ 1 HOOD/PCD 1 [ ] BELTS & SHEAVES LOOSE
S { ] DESUPERHEATER / REHEAT COIL N° [ 1 OTHER (SPECIEY)

TM P.O-RTANT: {5 iy i

/1 ALL ASSEMBLY -

HARDWAHE AND SEALER FOR ONE UNIT IS PLACED IN

PACKAGE NO. WHICH 1S

PUT INSIDE PACKAGE NO.

— =

b-/] RIGGING AND MAINTENANCE INSTRUCTIONS ARE ATTACHED TO
plPE OF THE UNIT OR IN CRATE NO.

— e

THE ACCESS DOOR OR THE INLET

pOC, DATE :

11/09/1997 HEIST

REV. LEVEL : 2

SIGNED
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