FRIGOSCANDIA FLoFreeze MX 73

ORIGINAL SPECS

FloFreezer:

Brand:

Type:

Capacity:

Infeed temperature:
Outfeed temperature:
Refrigerant:
Required Capacity:
Evap. Temperature:
Circulation ratio:
Coil volume:

Base load:

Max power require:
Voltage/Frequency:

Normal power consumption:

Frigoscandia

MX 73

6.300 kg/hr (based on green peas) 3.000 kg/h based on strawberry
+15°C

-18°C

NH3/Ammonia (pump circulation)
780 kw

-40°C

4-6 times evaporation

980 Ltr.

142 kW

211 kVA

3x380V / 50 Hz

142 kW
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DESCRIPTION

FLoFREEZE MX 03
Dimensions (SI-system)
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Model L
MX53 6200
MX63 7400

_— MX73 8600
MX83 9800
MX93 11000
MX103 12200
MX113 13400
MX123 14600 MX33

All sizes available in R or L hand model.
Shown: R hand model.

Subject to change without
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DESCRIPTION

FLoFREEZE MX 03

Technical data (SI-system)

Capacity data valid for Green peas.

Model MX 53 | MX63 | MX73 | MX 83 | MX 93 | MX 103 | MX 113 | MX 123

Capacity Kg/h | 4500 5400 6300 7200 8100 9000 9900 10800

Infeed temperature i 6 +15

Outfeed temperature ¢ -18

Refrigeration

Standard design R717 (Ammonia). Pump circulation ratio: 4 - 6 times evaporation.

Evaporation temperature . -40

Base load kW 105 124 142 161 181 199 218 237
Kcal/h | 90300 | 106600| 122100 138400 155600| 171100 187400 | 203800

Required capacity kW 561 670 780 890 1001 1110 1220 1330
Kcal/h | 482400| 576100| 670700| 765300| 860700| 954400 1049000| 1143600

Coil volume liter 740 820 980 1150 1310 1480 1560 1720

Electrical data

Voltage 3x380V0r3x415V,50Hzor3x440V,60Hz

Normal power consumption kW 105 124 142 161 180 198 217 236

Max. power requirement * kVA 156 184 211 239 266 294 322 349

Motors of more than 1 kW 5X22,2 | 6x222 | 7x22,2 | 8x222| 9x22.2 10x22,21 11x22,2| 12x22,2

rating (installed power) +2x4,0 | +2x4,0 | +2x4,0 | +2x4.0 +2x4,0 | +2x4,0 | +2x4,0 | +2x4.0

Defrosting system

Water consumption during 360+ 360+ 465+ 465+ 595+ | 465+465| 465+465

defrost ** lit/min 595 360 465 465 595 595 +360 +465

Track rinser *** lit/min 4x90

ADF

Air volume **** lit/sec 47 47 47 47 63 63 63 63

Rec. compressor capacity  lit/sec 81 81 81 81 98 98 98 98

Value for dimensioning of power supply cables/fuses. Valid for 50 Hz system.

- At 150 kPa (1.5 bar) at connection point and at rated flow. Spraying time 10 - 15 min,
Wike At 150 kPa (1.5 bar) at connection point and at rated flow.
L. Temperature Max 30°C and 700 kPA (7 bar).

Subject to change without




